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It’s Up to 
Sherwin-Williams Quality 
eS) OTHINGin the paint 


) Cao 
{72 and varnish line gets 


wilder claims than 
the so-called special 
heat resisting mix- 
tures. We aim to 
avoid exaggeration and claim 
only what is just. 





If you want something for 
locomotive front ends that 
covers well, dries properly 
with a good finish, will stay on 
a little longer than what you 
have used before, and give you 
a little more satisfaction than 
you have ever had in the past, 
send to our nearest office for a 
sample order of 


SHERWIN-WILLIAMS 
FRONT END FINISH 


SHERWIN-WILLIAMS PRODUCTS 


FOR PAINTING AND VAR- 
NISHING LOCOMOTIVES. 


The S-W. Locomotive Primer. 

Used for first coat on new or burnt off 
work. Used under S-W. Locomotive Surfacer 
and S-W. Locomotive Levelling Coat on parts 
where it is desired to bring up a surface before 
painting and varnishing. Such parts are 
tenders, outside of cabs, and in the case of 
fine passenger engines, the wheels and run- 
ning boards. 


The S-W. Locomotive Surfacer. 

Used for getting a surface on the better 
grades of work where the surface to be fin- 
ished cannot be made sufficiently smooth by 
sand-papering only. Mostly used on the out- 
side of cabs and on tenders. 


The S-W. Locomotive Levelling Coat. 

Used for the most part on wheels and 
metal parts so rough as to require a knifing 
or plaster coat. Can also be thinned and 
used with a brush as an aid to ‘‘sanding’’ 
where that method is preferred to ‘‘rubbing”’ 
for getting a surface on other parts. 


The S-W. Ivory Drop Black in Japan. 

Used as a flat color over surfacer on ten- 
ders and cabs of passenger locomotives. A 
black varnish like Durable Engine Finish is 
now generally used, except where the very 
finest finish is desired on engines hauling lim- 
ited or other trains, which are kept up in par- 
ticularly good shape. 


The S-W. Durable Engine Finish. 

For general use on all parts of locomotives, 
except ‘‘front ends’? and ‘‘smoke stacks.’’ 
Also on boiler jackets it usually is displaced 
by Russia Jacket Enamel. Should always be 
used for wheels, running boards, steam domes, 
sand boxes, bell frames, and all parts but 
those just mentioned. Also usually used on 
cabs and tenders, except in special cases as 
mentioned in preceding paragraph. 

Black is almost universally used. A few 
railroads use Brunswick Green. We can fur- 
nish either. 


The S-W. Durable Locomotive Rubbing Varnish. 
Not in such general use as formerly. 


In most shops now Locomotive Finishing Var- 
nish only is used. 





The S-W. Russia Jacket Enamel. 


For finishing jackets. Imitates the ap- 
pearance of Russia iron. For this reason it is 
frequently used for this purpose instead of the 
black Durable Engine Finish. 


The S-W. Durable Locomotive Finishing Varnish. 
For use as a finishing coat on all parts of 
all locomotives. Sometimes omitted on switch 
and yard engines, but desirable even here on 
account of the added durability it gives the 
job. 
Ad 
The S-W. Front End Finish. * 


Used on front ends of locomotives, a place 
where it is necessary to have something that 
will withstand excessive heat. 


The S-W. Smoke Stack Black. 

Used on smoke stacks. It is likewise a 
heat-resisting coating, subject to slightly dif- 
ferent conditions than Front End Finish. 


The S-W. Imitation Gold (in Japan). 

Used for lettering and numbering freight 
and yard engines where it is not desired 
to go to the expense of using gold or alminum 
leaf. 


The S-W. Side Rod and Tire Enamel. 

A steel color largely used on good passenger 
locomotives on side rods, rims of wheels and 
edge of running boards. It imitates the ap- 
pearance of steel and helps to give a finish to 
those parts. 


The S-W. Inside Engine Cab Colors. 

A varnish (or enamel) paint for finishing 
the inside of locomotive cabs. Green is in 
almost aniversal use, although Tuscan Red 
and a few other colors, are sometimes called 
for. We can furnish any shade. 


The S-W. Special Black for Iron Work. 

A cheap black for use only on under- 
frames of switch and yard engines, where little 
expense can be stood. 





)THE SHERWIN-WILLIAMS Co. 


SPECIALISTS IN PAINTS AND VAR- 
NISHES FOR RAILWAY USES 


CLEVELAND, CHICAGO, NEWARK, 
KANSAS CITY, NEW YORK, SAN FRANCISCO, MONTREAL, 
DALLAS,TEX., BOSTON, LOS ANGELES, TORONTO, 
MINNEAPOLIS, SAVANNAH, SAN DIEGO, WINNIPEG, 
CINCINNATI, BUFFALO, PORTLAND, ORE., LONDON, ENG. — a 


F-209 +¥2972 
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